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TECHNICAL DATA

Article number 1.110.000.010 1.110.000.015 1.110.000.020 1.110.000.021 1.110.000.025 1.110.000.120 1.110.000.130 1.110.000.132 1.110.000.135

Dehumidification 

[kg/24h]
8,4 16,8 28,8 38,4 52,8 12 26,4 26,4 24

Dehumidification 

[kg/h]
0,35 0,7 1,2 1,6 2,2 0,5 1,1 1,1 1,0

Min. air volume [m³/h] 40 80 130 130 180 60 130 130 130

Max. air volume 

[m³/h]
120 280 450 450 550 160 300 200 220

Nominal air volume 

[m³/h]
80 200 350 350 480 155 250 180 200

External compression 

[Pa]
50 100 150 200 150 50 100 400 200

Connection inlet Ø 

[mm]
80 100 125 125 125

Connection outlet Ø 

[mm]
80 100 125 125 125 100 100 100 100

Nominal air volume 

[m³/h]
15 30 50 65 80 35 50 50 100

External compression 

[Pa]
30 50 80 80 80 25 100 100 5,500

Connection inlet Ø 

[mm]
80 80

Connection outlet Ø 

[mm]
38/50 50 80 80 80 63 80 80 50

Temperature min. [°C] -15 -15 -15 -15 -15 -20 -20 -20 -20

Temperature max. [°C] 35 35 35 35 35 35 35 35 35

humidity min. [% RH] 0 0 0 0 0 0 0 0 0

humidity max. [% RH] 100 100 100 100 100 100 100 100 100

Input voltage [V] 230 230 230 230 230 230 230 230 230

Frequency [Hz] 50/60 50/60 50/60 50/60 50/60 50/60 50/60 50/60 50/60
Nominal current 

consumption [A]
1,8 3,9 6,0 7,2 9,2 2,8 5,7 5,7 13,5

Power input heating 

[kW]
0,4 0,85 1,35 1,95 2,7 0,6 1,2 1,2 2,0

Power input [kW] 2,0 0,9 1,5 2,2 3,0 0,65 1,3 1,3 3,0

Recommended fusing 

[A]
16 16 16 16 16 16 16 16 16

General Information

Dry air (in case of  intake air 20°C/ 60% RH)

Regeneration of Air

Operating Range

Electrical values
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TECHNICAL DATA

Sound pressure level 

[dB (A)] 1 m
60 61 63 63 74 56 57 57 62

Length [mm] 305 355 400 400 450 375 410 500 410

Width [mm] 260 310 350 350 400 300 350 350 350
Height [mm] 285 355 405 405 455 385 435 435 850

Weight [kg] 9 12 17 20 25 14 19 21 45

Plug type CEE 7/7 CEE 7/7 CEE 7/7 CEE 7/7 CEE 7/7 CEE 7/7 CEE 7/7 CEE 7/7
Cable length [m] 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5

Dimensions (packing excluded)

Weight (packing excluded)

EQUIPMENT, FEATURES AND FUNCTIONS
Electrical Connection

Vacker LLC

Deira, Dubai

United Arab Emirates

T: +971 42 66 11 44

F:+971 42 66 11 44

E: sales.uae@vackerglobal.com Page  2 of 2


