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Model no. TTK 40E TTK 122E TTK 650S TTR 400D TTK 170S DH 30 DH 95S DS 51 TTK 800 DH 30 VPR

Image

At 30 °C / 80 % RH [l/24h] 12 38 125 40 45 130 84  110 45

At 20°C / 60 % RH 

[l/24h]
38,4 20 35 36  55 20

Dehumidification [kg/h] 1,6

Nominal air volume [m³/h] 350

External compression [Pa] 200

Connection inlet Ø [mm] 125

Connection outlet Ø [mm] 125

Max. [l/24h] 14 40 150 50 150

Max. air volume [m³/h] 100 350 1000 450 580 700 1,100 740  940 700

m3 175 130 800

m3 63 300 1600

Nominal air volume [m³/h] 65

External compression [Pa] 80

Connection inlet Ø [mm] 80

Connection outlet Ø [mm] 80

Regeneration Air

Operating principle

TECHNICAL DATA

Dehumidification performance

Amount of air

Recommended room size construction drying

Recommended room size dry keeping
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TECHNICAL DATA

Designation
TTR-Trisorp-Dual

Temperature min. [°C] 5 9 15  -15 5 0 32 15  0 0

Temperature max. [°C] 35  35  32 35 32 40 5 35  40 40

humidity min. [% RH] 30  40 32
0

32 30 30 30  35 30

humidity max. [% RH] 100 100 100
100

100 90  100 90  100 90

Input voltage [V] 230  230  230  230  230  230  230  230  230  230

Frequency [Hz] 50  50  50  50 / 60 50  50  50  50  50  50

Nominal current 

consumption [A]
6 7,2 3,4 4,4 7,4 6  11,4 4,4

Required current starting 

phase [A]
15,8 8,3 37 15,8

Max. power input [kW] 0,34 0,7 1,9 1,95 0,8 0,75 1,9 0,98  2,4 0,75

Power input [kW] 2,2

Recommended fusing [A] 10 10  16 10 16 13  16 10

Reciprocating piston 

compressor

Rotary piston compressor

Type of cooling agent R-134a R-134a R-407C  R-407C  R-407C  R-407C  R-407C  R-407C  R-407C  R-407C 

Heat emission [kW] 1,9 2,7 1,9
Coefficient of performance 

(C.O.P.)
2,5 2,5

Water tank [L] 3,5 10 6

Heat emission

Electrical values

Surrounding Conditions

Compressor

Water tank
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TECHNICAL DATA

Sound pressure level [dB 

(A)] 1 m
49 56 63 52 63

Sound pressure level [dB 

(A)] 3 m
48  52 44  60 52

Length [mm] 255  310 530 400 560 255 465 340  585 280

Width [mm] 353 435 980 350 520 790 600 1,345  630 787

Height [mm] 496 650 1020 405 965 651 910 1,000  1020 690

Weight [kg] 10,5 22,9 54 20 34 46,8 65 74  70 57

Electronic

Hot gas

Internal

External

Fan Stages 2 1 1 1 1

Possible

Recommended hose size 

[mm]
14 16  10 8x1 16  12 10

Hose included in the scope 

of delivery

Plug type CEE 7/7 CEE 7/7 CEE 7/7 CEE 7/7 CEE 7/7

Cable length [m] 2,5

Available

Condensate pump

EQUIPMENT, FEATURES AND FUNCTIONS

Sound Values

Fan

Condensate drain

Electrical Connection

Dimensions (packing excluded)

Weight (packing excluded)

Automatic defrost

Hygrostat
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