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Image

Article number 3.510.205.005 3.510.205.006 3.510.207.200 3.510.207.250 3.510.205.010 3.510.205.014

Measuring range -20-60 -30-100 -20-50 -20-50 0-50 -5-50
Resolution 0,1 0,1 0,1 0,1 0,1 0,1

Accuracy ±1 (bei 0 - 40°C), ±2 (bei -
20 - 0°C und 40 - 60°C)

± 1 ± 0,4 ± 0,4 ± 1 ± 1

Measuring range -40-140 -22-199 -4-122 -4-122 32-120 23-122
Resolution 0,1 0,1 0,1 0,1 0,1 0,1

Accuracy ±1,5 ±1,5 ± 0,7 ± 0,7 ± 1,8 ± 1,8

Measuring range 0-100 0.100 
(specified 5-

95)

0-100 0-100 10-90 0,1-99,9

Resolution 0,1 0,1 0,1 0,1 1 0,1

Comparison of Digital Thermo Hygrometers

Relative humidity [%]

TECHNICAL DATA
Master Data

Air temperature [°C]

Air temperature [°F]
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Comparison of Digital Thermo Hygrometers

TECHNICAL DATA
Accuracy ±3,5 (bei 20 - 80°C), ±5 

(bei 0 - 20°C und 80 bis 
100°C)

neue 
Übersetzung

± 2 ± 3 ± 5 ± 5

Measuring range 0 - 50 -30-100 -20-50 -20-50
Resolution 0,1 0,1 0,1 0,1

Accuracy ±2 ± 1 ± 0,4 ± 0,4

Measuring range 32 - 122 -22-199 -4-122 -4-122
Resolution 0,1 0,1 0,1 0,1

Accuracy ±3,6 ± 1,5 ± 0,7 ± 0,7

Measuring range 0-50 0-80
Resolution 0,1 0,1

Accuracy ±2 ±1

Measuring range 32-122 +32-176
Resolution 0,1 0,1

Accuracy ±3,6 ±1,5

Dew point temperature [°C]

Dew point temperature [°F]

Wet-bulb temperature [°C]

Wet-bulb temperature [°F]

Surface temperature [°C]
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Comparison of Digital Thermo Hygrometers

TECHNICAL DATA
Measuring range -70-380

Resolution 0,1
Accuracy ±2

Measuring optic 
(geometric resolution)

8:1

Measuring principle Thermopile

Measuring range 0-9.999
Resolution 1

Accuracy ±75 ppm or ±5 %

Operation – min. 
temperature [°C]

0 0 0 0 0 -5

Operation – max. 
temperature [°C]

50 40 50 50 50 50

Storage – min. 
temperature [°C]

-40 -10 -30 -30 -20 -5

Storage – max. 
temperature [°C]

85 60 60 60 60 50

Surrounding conditions

Carbon dioxide [ppm]

Vacker LLC
Deira, Dubai
United Arab Emirates
T: +971 42 66 11 44
F:+971 42 66 11 44
E: sales.uae@vackerglobal.com Page  3 of 4



www.vackergroup.ae
sales.uae@vackerglobal.com

Model No. BC06 BC21 T210 T260 BZ05 BZ25
Image

Comparison of Digital Thermo Hygrometers

TECHNICAL DATA
Operation – max. relative 

humidity [%]
<80 non-condensing <80 non-

condensing
<95 <95 80 <90

Storage – max. relative 
humidity [%]

<99 non-condensing <80 non-
condensing

<95 <95 <80 <90

LCD
Monochrome

Internal (battery) 9 V IEC 6LR61 9 V IEC 6LR61 4 x 1.5V LR6 AA 4 x 1.5V LR6 AA 1,5V AAA
External (power supply 

unit)

Plastic

Weight [kg] 0,145 0,200 0,270 0,295 0,074 0,100

Length [mm] 146 225 202 202 108 110
Width [mm] 56 54 63 63 60 105
Height [mm] 34 32 35 35 15 61

Weight (packing excluded)

Dimensions (packing excluded)

Power supply

Display

Housing design
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